
600 Cable Tray Crossarm Specifications

Article Overview

A 600mm cable tray crossarm is typically 1mm thick, made of pre-galvanized steel, and designed to connect

heavy-duty cable trays securely while supporting high cable loads.

Key Specifications

Material and Finish:

o Constructed from pre-galvanized steel for corrosion resistance and durability .

o Suitable for indoor and outdoor environments, including industrial and commercial installations .

Dimensions:

o Width: 600mm to match standard 600mm cable trays .

o Thickness: 1mm, providing sufficient structural strength for heavy-duty applications .

o Return Flange: Typically 50mm to ensure secure attachment and precise alignment with cable trays . Load

Capacity and Structural Features:

o Engineered to support high cable loads without sagging, maintaining system integrity .

o Designed with torsion resistance and robust construction to handle mechanical stress and vibration .

o Holes are punched on 25mm centers for uniformity and easy installation of fasteners . Compatibility and

Installation:

o Works with Unistrut or similar heavy-duty cable tray systems .

o Crossarms allow secure connection of multiple tray lengths and facilitate proper cable routing .

o Open design promotes ventilation and heat dissipation, reducing the risk of cable overheating .

Environmental and Safety Considerations:

o Suitable for dry, humid, damp, and outdoor environments .

o Supports compliance with NEMA VE 1-2017, UL, and other relevant standards for cable management

systems .

o Helps maintain a tidy and safe workspace by preventing tripping hazards and organizing cables efficiently .

Customization Options:

o Can be powder-coated in RAL colors for aesthetic or branding requirements .

o Special hole geometry allows flexibility in installation without compromising structural strength . This

600mm cable tray crossarm is ideal for industrial plants, data centers, commercial buildings, and infrastructure

projects, providing reliable support, long-term durability, and efficient cable management.

1. USE Perforated cable trays H75 male female automatic and male female to screw.

CONCENTRATED STATIC LOADS: Some applications may require the cable tray to support the weight of
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a single, dead object in

In designing supports for a cable tray system, consideration should be given to the loads associated with future

cable additions and

This document provides general guidelines for cable trays and their installation. It discusses the different types

of

In accordance with its continuous improve-ment policy, Legrand reserves the right to change the specifications

and illustrations

Wide span cable tray, acc. to DIN EN 61537, with continuous perforated and beaded side rails as well as

riveted bottom with offset

Cable Tray Width Selection for Installations with 600 Volt Single Conductor Cables National Electrical Code

(NEC) Section 318-11

Wibe Group. 726667 - Wibe - cable tray W1/40-600 - unperforated - 3 m - steel pre-galvanized. Heated areas

with arid atmosphere

to cables when correctly inserted. Screwed connections are generally isometric threads fully compliant with

ests in accordance of the

Cable Support Systems are well designed to provide necessary support for cable trays, cable ladders and

trunkings. Cable supports

Tray components must be accurately formed to tolerances with rounded edges. Cable trays installed in

hazardous environments

Tray cables are used in control and power applications in chemical plants, steel mills, industrial plants, utility

substations and

600 Volt Tray Cable Type NFPA 130 LSZH Control Cable LSZH XLPO Jacket ... Other sizes are also

available upon request.

Trays GRIDSPAN comprises two ranges of wire mesh type, medium and heavy duty cable trays. GRIDSPAN

provides maximum

We provide flexible installation options, including single and multi-conductor tray cables that can be

These guidelines will be particularly useful for the design, specification, procurement, installation and
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maintenance of these systems.
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